This is only the scope of work for the project. For more information, please contact Procurement at Purchasing@stpgov.org.

The Contractor shall provide all labor, materials and equipment necessary to saw cut and remove 63'6" of 6" x 6" barrier curb including a 1' strip in front of it, remove soil and debris down 26" from top of the existing median planter- 15 cy total. The Contractor must install and compact 12" of crushed concrete base – 7 cy, install 22 sy of 8", 4000 psi concrete road panel and install 47'6" LF of 6"x 6" barrier curb.

Specifications for the concrete panels and curb are as follows:

The concrete road panels are to be 8" thick with 4000 psi concrete and are to be doweled into the adjoining panels with 5/8" dowel pins at 24" centers to existing road panels. The road panel dimensions are x 8" thick. The curbs are to be 6" x 6" barrier curbs constructed of 400 psi concrete and attached to the panel with steel re-bar hoops. The Contractor shall remove and excavate excess soil to a depth of 26" below existing median planter and install 12" of crushed stone base compacted to 95% standard proctor. All work shall be done in accordance with LA DOTD Standard Specifications for Roads and Bridges, Section 602. The Contractor shall replace and seal joints in kind, i.e., construction joints or expansion joints. All debris is to be removed at no direct pay. The Contractor is to verify all dimensions and lengths.

The work shall include all necessary signage, barricades and flagmen per LA DOTD Standard Specifications for Roads and Bridges, Section 713 and mobilization of equipment per Section 727. The Contractor shall notify residents and businesses of work prior to the beginning of construction.

The Contractor will have thirty (30) days to complete the project from the date stated in the Notice to Proceed issued by the Parish.